
N e w  F r e e F l i g h t  6  a p p l i c a t i o n  f o r  a n  i n t u i t i v e  a n d  e r g o n o m i c  e x p e r i e n c e .
A d v a n c e d  v i s u a l  t r a c k i n g  p o w e r e d  b y  A . I .  /  S m a r t D r o n i e s  f o r  e a s y  a e r i a l  s e l f i e s .
C i n e S h o t s  f o r  a u t o m a t i c  l a n d s c a p e  v i d e o s  /  S l o w - m o t i o n  &  H y p e r l a p s e  m o d e s .

E A S Y  T O  U S E

FREEFLIGHT 6
INTUIT IVE APP

SMARTDRONIES
FOR AERIAL SELFIES

CINESHOTS FOR 
LANDSCAPE V IDEOS

SLOW-MOTION &
HYPERLAPSE

S M A R T  &  P O W E R F U L

2 5  m i n u t e s  o f  f l i g h t  t i m e  ( S m a r t  b a t t e r y )  /  S u p e r  q u i e t  f l i g h t s .
O m n i d i r e c t i o n a l  t r a n s m i s s i o n  s y s t e m  ( 4 k m  r a n g e ) .

5 0 k m / h  w i n d  r e s i s t a n c e  /  5 5 k m / h  t o p  s p e e d  i n  S p o r t  m o d e .

25 MIN 
FL IGHT T IME

SUPER QUIET 
FL IGHTS

4KM
RANGE

50 KM/H 
WIND RESISTANCE



E V E R Y D A Y  L I F E . E L E V A T E D

DRONE
•  �S ize fo lded :  244x67x65mm
• Size unfo lded :  175x240x65mm
• Weight :  320g
•  Max t ransmiss ion range:  4km with contro l ler
•  Max f l ight t ime:  25min
•  Max hor izonta l  speed:  15m/s
•  Max vert ica l  speed:  4m/s
•  Max wind res istance :  50km/h
•  Serv ice ce i l ing :  4500m above sea leve l
•  Operat ing temperature range:  - 10°C to 40°C
•  Sate l l i te Pos it ion ing Systems:  GPS & GLONASS

SMART BATTERY
•  �Type :  H igh dens ity L ipo (2 ce l ls )
•  Battery capac i ty :  2700mAh
• �Battery l i fe :  25min
•  Charg ing port :  USB-C
•  Weight :  126g
•  Vo ltage :  7 .6V
•  Max charg ing power :  24W

CONTROLLER
•  �S ize fo lded :  94x152x72mm
• �S ize unfo lded :  153x152x116mm
• �Weight :  386g
•  Transmiss ion system: Wi-F i  802 . 1 1a/b/g/n
•  �Operat ing f requenc ies :  2 .4 GHz – 5 .8 GHz
•  Max t ransmiss ion range:  4Km
• L ive streaming reso lut ion :  HD 720p
•  Battery capac i ty :  2500mAh 3 ,6V
•  Battery l i fe :  2h30 (Andro id)  /  5h30 ( iOS)
•  Supported mobi le  dev ices :  screen s ize up to 6 ’ ’
•  �USB ports :  USB-C (Charge) ,  USB-A (Connect ion)
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IMAGING SYSTEM
•  Sensor :  1/2 .4 ’ ’  CMOS
• �Lens : 

-  ASPH (Sharper  images) 
-  Aperture :  f/2 .4 
-  Foca l  length (35mm format equiva lent) :  
23-69mm (photo) ,  26-78mm (v ideo) 
-  Depth of  f ie ld :  1 .5m -  ∞

•  Shutter speed: electronic shutter 1 to 1/10000s
•  ISO range:  100-3200
•  �V ideo reso lut ion : 

-  4K C inema 4096x2160 24fps 
-  4K UHD 3840x2160 24/25/30fps  
-  FHD 1920x1080 24/25/30/48/50/60fps 

•  V ideo HFOV:  69°
•  Max v ideo b i t rate :  100 Mbps
•  �V ideo format :  MP4 (H264)
•  �D ig i ta l  zoom: 

-  Loss less :  up to 2 .8x (FHD) & 1 .4x (4K UHD) 
- Standard: up to 3x (4K Cinema, 4K UHD, FHD)

•  �Photo reso lut ion : 
-  Wide: 21MP (5344x4016) / 4:3 / 84° HFOV 
- Rectilinear: 16MP (4608x3456) / 4:3 / 75.5° HFOV

•  Photo formats :  JPEG,  DNG (RAW)
•  HDR:  4K UHD v ideo

IMAGE STABIL IZATION
•  �Stabi l i zat ion :  

-  3-ax is  hybr id 
-  Mechanica l :  2-ax is  Ro l l /T i l t  angles 
-  E lectron ic  (E IS) :  3-ax is  Ro l l /Pan/T i l t  angles

•  �Contro l lab le t i l t  range:  -  90°  to +90°  
( 180°  tota l )

PACK CONTENT
ANAFI  DRONE / SMART BATTERY / PARROT SKYCONTROLLER 3 /  CARRYING CASE / 16GB MICROSD CARD 

USB-A TO USB-C CABLE / 8 ADDIT IONAL PROPELLER BLADES / MOUNTING TOOL

TECHNICAL SPECIF ICATIONS


